
T E C H N I C A L  D A T A  S H E E T

KILZ® UPSHOT® is an oil-based stain sealer for interior use, with a unique vertical 
stray tip.  It is great for blocking overhead ceiling stains like water, smoke and grease.  
KILZ Upshot dries fast and is tinted to match most aged and acoustical ceilings.  

KILZ UPSHOT 

KILZ® UPSHOT 

Recommended Uses: 
KILZ Upshot blocks out most stains 
including water, smoke, tannin, ink, pencil, 
felt marker, grease, and seals pet and smoke 
odors.  Use on interior surfaces including 
wood, drywall, plaster, paneling, wallpaper, 
masonry, brick, painted metal and properly 
prepared glossy surfaces*.

Features & Benefits:
�U�Ê�"�Û�i�À�…�i�>�`�Ê�Ã�Ì�>�ˆ�˜�Ê�Ã�i�>�•�i�À
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woodwork

Composition
Product: KILZ® UPSHOT

Vehicle/Active Ingredient:  
Modified alkyd

Can Weight (oz): �Ê�£�ä

VOC
�6�"�
�Ê�­�}�É���®�\�Ê�•�È�ä

MIR: �•�£�°�Ó

% Solids (volume): �Ê�È�°�x

% Solids (wt.): 7.4

Application Information:
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 Only apply if surface, air and product 
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ball begins to rattle and often during use. 
Move can from side-to-side while spraying 
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Two to three thin coats produce best 
results. 
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uniform appearance of the topcoat.

�U�ÊStainblocking:  After priming, test for stain 
bleed-through by applying the topcoat to a 
small section. If the stain bleeds through 
the topcoat, apply a second coat of primer 
and test again before topcoating the entire 
area. If bleeding continues, a longer dry 
time is needed before topcoating.

�U�ÊDry Time: �Ê���À�ˆ�i�Ã�Ê�Ì�œ�Ê�Ì�œ�Õ�V�…�Ê�ˆ�˜�Ê�£�x�Ê�“�ˆ�˜�Õ�Ì�i�Ã�Ê�>�Ì�Ê
�Ç�Ç�c���Ê�­�Ó�x�c�
�®�Ê�>�˜�`�Ê�x�ä�¯�Ê�…�Õ�“�ˆ�`�ˆ�Ì�Þ�°�Ê���«�«�•�ˆ�V�>�Ì�ˆ�œ�˜�Ê
at lower temperatures, high humidity or 
poor ventilation will affect dry time. Recoat 
�œ�À�Ê�Ì�œ�«�V�œ�>�Ì�Ê�>�v�Ì�i�À�Ê�£�x�Ê�“�ˆ�˜�Õ�Ì�i�Ã�°

�U�ÊClean up and Disposal:  Use soap and 
water to clean hands, tools and spills. Do 
not dispose of this product down a drain. 
���œ�À�Ê�`�ˆ�Ã�«�œ�Ã�>�•�Ê�œ�v�Ê�i�“�«�Ì�Þ�Ê�V�œ�˜�Ì�>�ˆ�˜�i�À�Ã�Ê�>�˜�`�Ê
unused product, contract your household 
refuel collection service.

Surface Preparation
All surfaces must be sound, dry, clean and 
�v�À�i�i�Ê�œ�v�Ê�œ�ˆ�•�]�Ê�}�À�i�>�Ã�i�]�Ê�Ü�>�Ý�]�Ê�«�œ�•�ˆ�Ã�…�]�Ê�“�ˆ�•�`�i�Ü�]�Ê�v�œ�À�“�Ê
release agents, curing compounds, efflores-
cence, loose and flaking paint and other 
foreign substances.
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To Consult with a Technical Service Representative 
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Storage Temperature:
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product to freeze

Shipping Information
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Limitations/Cautions:
�U�Ê�*�À�œ�Ì�i�V�Ì�Ê�v�À�œ�“�Ê�v�À�i�i�â�ˆ�˜�}�°
�U�Ê���œ�Ê�˜�œ�Ì�Ê�«�>�ˆ�˜�Ì�Ê�Ü�ˆ�Ì�…�ˆ�˜�Ê�Ó�{�Ê�…�œ�Õ�À�Ã�Ê�Ü�…�i�˜�Ê�À�>�ˆ�˜�Ê�ˆ�Ã�Ê
predicted. 
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cleaning.
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